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plan extends the Warranty
Simple and Safe Servicing protection of the heat exchanger
A “quick release” to 5 or 10 year blanket coverage.
canopy allows The program pays 100% for parts

for easier
servicing. and labor on qualified repairs for
Y 5 or 10 years from the date of
installation.
Simplified Cleaning
A front flange One Source
ted coil o .
rs?r?\l:JrI]i e Burnham .Hydronlcs is dgdl—
cleaning and cated to leading the hydronic
servicing. heating industry through product

development and engineering
expertise. With proven depend-
ability and the broadest product
line, this is the one company you
can rely on for your complete
home heating comfort.

Longevity and Durability

A 1%" pipe is used for

the boiler flue passages
to provide even greater
longevity and durability.

Why settle for just a high
efficiency boiler, when you can
have a complete Burnham
Hydronics system? Improve upon
your new boiler's efficiency with
the complete line of system
components including: low profile
Reliable Ignition baseboard, modern radiators,

An electronic ignited electronic controls, and radiant
burner is equipped to heat pipe and accessories from
provide smooth, reliable Burnham Radiant Heating
ignition and optimal Company. Burnham Hydronics
offers all the components for a
complete home comfort system
: : along with the industry's most
Thdeeg%’gte’(‘j‘ig‘r’?o%game;:j comprehensive technical support
cost effective servicing. team. Now is the time to make
Burnham Hydronics the one
source for your total hydronic
heating system.
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RSA OIL BOILER
With tankless hot water heater
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RSA RATINGS @ & 2N

DOE
BURNER | HEATING I=B=R MINIMUM
CAPACITY | CAPACITY | NET RATING TANKLESS HEATER GPM (4) CHIMNEY

BOILER GPH MBH | WATER MBH | STANDARD | OPTIONAL | COIL | COIL SIZE AFUE %

NUMBER (1) (2) (3) COIL #S350 | COIL #S375 | #7524 | #7530 | In X In X Ft (2)
RSA85 0.85 100 87 3 3-1/2 8X8X 20 82.5

RSA110 1.10 128 111 3 3-1/2 8X8X20 82.5

RSA125 1.25 144 125 3-1/2 3-3/4 8X8X20 82.5

RSA135 1.35 156 136 3-1/2 3-3/4 8X8X20 82.5

RSA170 1.70 197 171 3-3/4 4 8x8x20 81.9

RSA195 1.95 229 199 4 4-1/4 | 8x8x20 82.8

RSA240 2.40 268" 233 4 4-1/4 | 8x12x20

RSA285 2.85 318" 277 4 4-1/4 | 8x12x20

WITH OPTIONAL RSAH HIGH EFFICIENCY KIT

RSAHS5 0.75 89 77 3 3-1/2 8X8X 20 84
RSAH110 1.00 119 103 3 3-1/2 8X8X20 84
RSAH125 1.10 131 113 3-1/4 3-3/4 8X8X20 84
RSAH135 1.25 149 129 3-1/4 3-3/4 8X8x20 84

WITH OPTIONAL RSAE EXTRA HIGH EFFICIENCY KIT (5)

RSAES5 0.50 60 52 3 31/2 8X8X 20 86.2
RSAE110 0.60 73 63 3 31/2 8X8X 20 86.6
RSAE125 0.65 78 67 31/4 33/4 8X8X20 86.1
RSAE135 0.80 97 84 31/4 33/4 8X8X 20 86.0

Water boiler only

Maximum design working pressure: 30 psi water only

* I=B=R Gross Output (not rated for DOE Capacity or AFUE due to input).

1. Firing rate in GPH based on oil having a heat value of 140,000 BTU/GAL.

2. DOE Heating Capacity and AFUE are based on U.S. Government tests at 13.0% CO, with a No. 1 maximum smoke.

3. Net ratings shown are based on piping and pick-up allowance of 1.15.

4. Tankless heater ratings based on GAL/MIN of 100°F rise and with 200°F boiler water temperature and a 40°F heater inlet
temperature. (Intermittent Draw)

5. Afs an ENERGY STAR® partner, Burnham has determined that the RSAE boilers meet the ENErGY STAR® guidelines for energy
efficiency.
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