


S120 INDIRECT-FIRED HOT WATER HEATER
THE PERFECT COMPANION FOR ANY BUDERUS RESIDENTIAL BOILER

Standard Features:
Top clean-out and inspection access opening
High capacity. low pressure drop heat exchanger for excellent recovery
Standard large diameter magnesium anode rod
Adjustable screw-in bolts for leveling of tank
P & T valve and drain valve included
Standard Honeywell aguastat with adjustable differential
Adapts readily w0 Buderus Logamatic control
High quality, Thermoglaze coating on all interior surfaces

Technical Data:
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- AB: DHW outlet
VS: boiler supply
m;‘ MB: aguastat or sensor location
EK: DHW inlet {w/ dip tube)
B — © RS: boiler return
| EL: tank drain
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Specification Chart:
Maodel | Capacity | Height | Diameter | Shipping| Cold WatefHot Water | Boiler Boiler
{(al) (111 (1] Weisht Inlet Outlet Supplv Return
5120 32 37 207 158 lhs. 34 34 347 3/4”

Max. botler temperature: 2307 F, Max, boiler pressure: 38 psi, Max. tank emperature: 230° F, Max. tank pressure 150 psi

Performance Chart (in gals/hr):

Botler Cutput First-hour First-hour Continuous Continuous
BTLU/HR (90°F Rise) (70°F Rise) Rating (90°F) Rating (70°F)
00 LR} gk 53 bR
O, 00 110 133 bl 1003
80,000 |37 167 [ (07 137
L 00,000 163 200 133 171
[ 16,000 | 83 249 55 219

Data is based on boiler temperature at 190° F, with a 9 GPM flow through the tank coil. {Use Taco 007 or
equivalent circulator).

First Hour Rating: Rating is based on both boiler and tank up to temperature and is the sum of the stored

water and generated amount of water during the first hour.

Continuous (Second Hour) Rating is based on ability of tank to continually absorb heat from boiler water.
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